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Congratulations on the purchase of your Dakota / Jayden / Olivia Dresser.  This dresser has been 
crafted to the highest standards of quality and safety and will give you many years of enjoyment 
and practical use.

Since this dresser is a natural wood product there will be variations in color and grain, and minor 
wood grain checking may occur.  This is normal and does not compromise the integrity of your 
dresser.  Variation in the character of this piece is integral to its beauty and distinguishes it from 
lower quality composite materials.

Assembly is quite simple and requires only a �at head or Phillips head screwdriver. Assembly will 
be most easily accomplished if you take the time to carefully sort the hardware and familiarize 
yourself with the function of each piece.

If you should require assistance with assembly, part replacement or any other matter, contact the 
toll-free Epoch Design Service Center from anywhere in the Continental United States, Monday 
through Friday, 9 AM – 5 PM Paci�c Standard Time at 1-800-589-7990. You may also email your 
request or comments to info@epochbydesign.com and a service representative will respond.

Thank you and Enjoy

EPOCH DESIGN , LLC
6 Drawer Dresser
Dakota / Jayden / Olivia

5377: DA-6D-DR-WH

HAVE QUESTIONS OR CONCERNS? CALL US FIRST: 1-800-589-7990
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To remove drawers, fully extend the drawer 
and locate the track tabs on each side. 

                       TRACK TABS

Push and hold both track tabs in their proper
positions at the same time, then continue to
remove the drawer.

*NOTE: Each drawer is custom made to �t only in 
its original location so make sure if you remove 
more than one they go back in the proper order.

Drawer handles are pre-installed 
into each drawer for shipping. 
(As shown in Diagram I)

To install drawer handles, �rst 
unscrew the handle from the inside 
of the drawer. Place the handle on the 
outside of drawer and insert the screw 
through the pre-drilled hole located on
the inside of the drawer.  Tighten using 
�at head or Phillips head screwdriver. 
(As shown in Diagram II).

I

To remove drawers, fully extend the drawer 
and locate the track tabs on each side. 

                       TRACK TABS

Push and hold both track tabs in their proper
positions at the same time, then continue to
remove the drawer.

NOTE: Each drawer is made only for its original location 
so make sure if you remove more than one they go back 
in the proper order.

Drawer handles are pre-installed 
into each drawer for shipping. 
(As shown in Diagram I)

To install drawer handles, �rst 
unscrew the handle from the inside 
of the drawer. Place the handle on the 
outside of drawer and insert the screw 
through the pre-drilled hole located on
the inside of the drawer.  Tighten using 
�athead or Phillipshead screwdriver. 
(As shown in Diagram II).
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 Congratulations on the purchase of your Hardwood Dresser.  This dresser has been crafted to the 
highest standards of quality and safety and will give you many years of enjoyment and practical use.

 Since this dresser is a natural wood product and has been �nished with a distressed patina,  there 
will be variations in color and grain, and minor wood grain checking may occur.  This is normal and does 
not compromise the integrity of your dresser.  Variation in the character of this piece is integral to its 
beauty and distinguishes it from lower quality composite materials.

  Assembly is quite simple and requires only a �at head screwdriver and a Phillips head screwdriver. 
The use of a power drill with Phillips head attachment is helpful but not necessary. Assembly will be most 
easily accomplished if you take the time to carefully sort the hardware and familiarize yourself with the 
function of each piece.

If you should require assistance with assembly, part replacement or any other matter, contact the 
toll-free Epoch Design Service Center from anywhere in the Continental United States, Monday 
through Friday, 9 AM – 5 PM Paci�c Standard Time at 1-800-589-7990. You may also email your 
request or comments to info@epochbydesign.com and a service representative will respond.

Thank you and Enjoy

EPOCH DESIGN , LLC
5 Drawer Dresser
Dakota / Jayden / Olivia

5378: DA-5D-DR-WH

HAVE QUESTIONS OR CONCERNS? CALL US FIRST: 1-800-589-7990
Activate your Epoch Design Limited Lifetime Warranty: www.epochbydesign.com/register
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 Use the four short screws provided to attach 
two plastic strap brackets to each end of the 
top of the back of the dresser using the 
pre-drilled holes. 
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 Furniture tipping over can create a signi�cant hazard in the home, particularly to young children, although adults 
 can be injured as well. It is necessary that casegoods over 30” in height be secured with some form of anti-tip over device. 
 This dresser comes with anti-tip over straps that reduce the risk of tipping. These can be easily installed in minutes. 
 and must be used, especially where children are concerned and where earthquakes may pose a hazard. 

 Please note: These straps will reduce the risk of dresser tip-over, they will not eliminate that risk.

4x Strap Brackets 8x Screws2x Straps

Anti Tip Over Straps Installation Guide

Anti tip Over Straps Pack

1   Use four of the longer screws to attach two 
  of the plastic strap  brackets to the wall at an 
  appropriate height 
  considering the height, 
  of the plastic brackets 
  on the dresser: 
 

 

 
  Brackets should be 
  located 16” apart 
  in line with wall studs. 
  If you cannot �nd 
  a stud, use dry wall screws 
  to secure the two brackets
   to the wall 16“ apart.
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  Secure the dresser by pulling each strap back  
 through itself into the head of the strap until  
 the bumpy portion engages the head. 

 Test the latching action 
 of the strap by tugging 

on it to verify that it is 
“locked” in place.

 

 To release the strap, 
simply push on the lever 
and pull the strap o�.

4  Slide the plastic straps through both wall   
 brackets. The plastic straps should be arranged  
 so that the bumpy side is facing away from the  
 wall and the receiving heads are up.

 Then move your dresser near the 
 wall brackets and slide the bottom 
 of the straps in the wall brackets up 
 through the brackets on the dresser.
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 These holes are drilled so that the brackets will be 16” 
apart on center. This corresponds to typical stud 
placements in most homes. 
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Have a question? Need a part ASAP? Call 1-800-589-7990 or email info@epochbydesign.com.
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two plastic strap brackets to each end of the 
top of the back of the dresser using the 
pre-drilled holes. 
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 Furniture tipping over can create a signi�cant hazard in the home, particularly to young children, although adults 
 can be injured as well. It is necessary that casegoods over 30” in height be secured with some form of anti-tip over device. 
 This dresser comes with anti-tip over straps that reduce the risk of tipping. These can be easily installed in minutes. 
 and must be used, especially where children are concerned and where earthquakes may pose a hazard. 

 Please note: These straps will reduce the risk of dresser tip-over, they will not eliminate that risk.

4x Strap Brackets 8x Screws2x Straps

Anti Tip Over Straps Installation Guide

Anti tip Over Straps Pack

1   Use four of the longer screws to attach two 
  of the plastic strap  brackets to the wall at an 
  appropriate height 
  considering the height, 
  of the plastic brackets 
  on the dresser: 
 

 

 
  Brackets should be 
  located 16” apart 
  in line with wall studs. 
  If you cannot �nd 
  a stud, use dry wall screws 
  to secure the two brackets
   to the wall 16“ apart.

2

  Secure the dresser by pulling each strap back  
 through itself into the head of the strap until  
 the bumpy portion engages the head. 

 Test the latching action 
 of the strap by tugging 

on it to verify that it is 
“locked” in place.

 

 To release the strap, 
simply push on the lever 
and pull the strap o�.

4  Slide the plastic straps through both wall   
 brackets. The plastic straps should be arranged  
 so that the bumpy side is facing away from the  
 wall and the receiving heads are up.

 Then move your dresser near the 
 wall brackets and slide the bottom 
 of the straps in the wall brackets up 
 through the brackets on the dresser.
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Have a question? Need a part ASAP? Call 1-800-589-7990 or email info@epochbydesign.com.

16“

 These holes are drilled so that the brackets will be 16” 
apart on center. This corresponds to typical stud 
placements in most homes. 

NOTE: Each drawer is made only for its 
original location so make sure if you 
remove more than one they go back in 
the proper order.PARTS

Tip-Over Straps
"parts pack"

WARNING:
Furniture tipping over can create a signi�cant hazard in the home, particularly to young children, 
although adults can be injured as well.
It is recommended that casegoods over 30" be secured with some form of tip-over prevention device.  
This dresser comes with anti tip-over straps that reduce the risk of tip-over.  These can be easily 
installed in minutes. We strongly recommend that you use them, especially where children are 
concerned and where earthquakes may pose a hazard.

If you �nd you need to remove a drawer, fully extend the, push and hold track tabs in their proper positions as shown 
below. Then you can remove the drawers.

LEFT SIDE HOLD DOWN RIGHT SIDE HOLD UP

EPOCH DESIGN , LLC

Drawer handles are pre-installed into each 
drawer for shipping
(As Shown in Diagram I).

To install drawer handles for use you must 
�rst unscrew the handle from the inside of 
the drawer.  Place the handle on the 
outside of drawer and insert screw 
through the pre-drilled hole located on 
the inside of the drawer.  Tighten using 
Flathead or Phillips head screwdriver.
(As Shown in Diagram II).
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NOTE: DO NOT SPIN KNOB ON EXTERIOR DRAWER 
SURFACE.  IT WILL SCRATCH THE FINISH 
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NOTE: DO NOT SPIN KNOB ON EXTERIOR DRAWER 
SURFACE.  IT WILL SCRATCH THE FINISH 




